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PRINT WARMTONE

Rollei RPW Print Warmtone is a high-performance warmtone deve-

loper for all black and white RC coated and fi ber based papers. A 

neutral to warm black image tone is achieved with silver bromide 

papers, and a warm black tone is achieved with silver chloride pa-

pers. Suitable for both trays and machine development. RPW deli-

vers deep blacks with very low fogging values at the same time, it 

is very productive and extremely stable.

AVAILABLE SIZES

ROLLEI RPW
PRINT WARMTONE

WARNING | Contains Hydroquinone. Causes serious eye irritation. Sus-
pected of causing cancer. Harmful in contact with skin. Keep out of reach 
of children. If in eyes: Rinse cautiously with water for several minutes. Re-
move contact lenses, if present and easy to do. Continue rinsing. Wear 
protective gloves/clothing, eye/face protection. If swallowed: Immediately 
call a poisoncenter or doctor/physician. If medical advice is needed, have 
product container/label at hand.

Dilution 1 + 7 :

875 ml water  +  125 ml RPW = 1 l working solution
Temp. 20°C / 68°F | Agitate regularly

500 ml

APPLICATION DILUTION TIME 
(20°C/68°F)

RC Paper
1 + 7 1 – 2 min

1 + 9 2 – 3 min

FB paper
1 + 7 1 – 2 min

1 + 9 –
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PRINT WARMTONE

 CHEMISTRY | DILUTION | TIME | INTERVAL: 

 GENERAL NOTES: 


